
•  Low noise leve l 

•  EBM  EC motor 

•  En ergysaving 
•  Performanc e o f 250 m3 /hr at 1 80 p a 

•  11  Speed steps  to contro l airflow 
•  Easy to ad jus t airflow w ith dip sw itches 

•  New 3 core  EBM EC   moto r 

•  Motor and  electr onics  are integrated 

 

•  Au tomat ic – In t his posit ion  the  ventilation  runs  at low speed un til t here  is an inc rea se in the relat ive humidity level. Th e ventilation  wi ll 
then speed up to nor mal sp eed , for 0 .5 or 1 ho urs , be fore ret urning to low speed. 

•  Low Speed – Stan dard night time position 

•  Normal  Speed – S tandard daytime posit ion 

1.

 Control options:
The MVS 10 has 11 speed steps, and as
standard is set to speed steps 1, 4 and 8
(Low, Normal and Boost respectively). The
speed settings for Low, Normal and Boost
speeds can quickly be altered by chan-
ging the dipswitches under the top cover.
The MVS 10 can be controlled by a 3
speed switch or a motor less cooker hood,
the OW 600-3. The MVS 10 R is controlled
by the wireless remote speed controller
and is also !tted with an induct humidity
sensor to automatically increase the
speed of the unit when rapid increases in
humidity levels occur. The MVS 10 can
also be controlled by an external 0-10V
signal (not applicable to the MVS 10 R).

Mounting and !tting instructions
Injection moulded in ABS plastic the
casing is robust and easy to clean.
All units are !tted with a low noise EBM
fan. All ducting connections are suitable
for 125 mm diameter spiral steel, "exible
or "at ducting for running between joists.

Accessories
Speed control, 3 step
Remote control with humidity sensor
Room vents, plastic or metal
Roof cowls
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Conversible motorplate
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Boost Speed - For cooking or showering

Features Include:

Remote Control Including Humidity Sensor

MVS10/GR – Multi Room Extract




