
Dimensions

Code ød øD C A B

UT100  100 250 230 27 30

UT125  125 250 218 27 30

UT150  150 300 286 30 30

• Can be used in multiple rooms
• Excellent for long ducting runs
• Ideal for use with plastic systems
• Low noise and easy to install
• Complete with detachable mounting brackets
• Non-corrosive
• Speed controllable
• IPx4 rated
• Thermal protection
• Ball bearing motors

Range Detail
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UT100  100mm Centrifugal Tube Fan, Plastic Body 187 240 2500 0.24 230 56 2 47 50 65 2.4

UT125  125mm Centrifugal Tube Fan, Plastic Body 260 220 2500 0.25 230 57 2 48 50 65 2.3

UT150  150mm Centrifugal Tube Fan, Plastic Body 450 315 2500 0.33 230 75 2 50 50 65 2.6

Monsoon tube fans are straight-fl          ow centrifugal in-

line duct fans that are very compact in size 

whilst providing excellent performance. They 

can cope with high pressures and long ducting 

systems and still operate with the minimum 

of noise. They can be used to ventilate any 

amount of rooms depending on the building 

design and ducting systems used.

The range comes complete with removable 

mounting brackets to provide simple 

installation either horizontally or vertically. 

Performance Graph

The fan housing is manufactured from high-

impact polyester and its compact size allows 

installation between joists. 

TYPICAL APPLICATION

Applications for this range include extract 

ventilation in small to medium size facilities, 

such as large domestic kitchens and 

bathrooms and offi ces. 

UT PLASTIC CENTRIFUGAL TUBE FAN


