
• Specification 
 
The attractive design blends well in any room. All parts, including fan casing and impeller are made 
from high quality polymer, white facia. Built in neon light indicates operation. High volume and pressure 
characteristic using a 8 blade impeller and guide vanes.  
Totally enclose, maintenance free running, low noise ball bearing motor, sealed for life, radio suppres-
sion, suitable for continuous operation. Ball bearings as standard guarantees, installation in any posi-
tion, quiet and reliable performance under continuous operation and maintenance free.  
 
Installation in any position. Contact safety to DIN EN 294. Cable entry can be flush or surface.  

Type HVR150 RE 
Shutter Yes 
Reversible Yes 
Air Flow M3h/r 360 

Impeller mm 140 
R.P.M 2600 
Voltage/Freq 230v/1Pha/50hz 
Power watts 50 
Current amps 0.25 
Dba 64 
Protection IP44 
Max airflow temp +40oc 
Weight 1.5 

Features Include; 
 
• Reversible with a BSX controller. 
• Slim-line design avoids installation difficulties.  
• Suitable for wall, window or ceiling mounting in any 
 position. 
• Speed controllable. 
• Motor protection through built in thermal contacts 
• Front grille can be removed and easily cleaned. 

HVR150 - Flush Mounted Wall or Window Fan


